MATERIAL SAFETY DATASHEET

FOR COATINGS. RESINS AND RELATED MATERIALS

o  PREP ‘Approved by U S Depariment of Labor £ssenhally Simdar 19 Form OSHA.20:
CAYEQ E 9/12/84 MO
. Section|

MANUFACTURER'S NAME Diamond Products Company
STREET ADDRESS ’ CITY,STATE AND ZiP CODE

703 South Third Ave, Marshalltown, Iowa 50158
EMERGENCY TELEPHONE NO. 515-752-6617 & 712-737-4993
INFORMATION TELEPHONE NO, 515-753-6617 & 712-737-4993
PRCPER SHIPPING NAME Paint MANUFACTURERS CODE INDENTIFICATION

Hierov H(ieu.c/ 81{0}1';// CF-1302
TRADE NAME Odorlesséh vd FIat White Base L J
Section || — HAZARDOUS INGRE_DIENTS
INGREDIENT PERCENT ™o LEL angspsougns
PPM mg/ta?
Qdorless Spirits . 30% 200 .9% .5 mm

Section Il —- PHYSICAL DATA

VAPOR DENSITY X ] HEaviER. LIGHTER THAN AIR

BOILING RANGE 355°F - 4000F

EVAPORATIQN RATE D FASTER E]SLOWER THAN ETHER g%i%EUL\éOLATéLs% \gE'I.fgLFEH 1 ) ' s lbs '
Section 1V -~ FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION Class IT FLASH POINT  g54°C  (129°F) LEL N,

DOT CLASSFICATION (HAZARD CLASS) Combustible Liguid

EXTINGUISHING MEDIA Co2, Dry Chemical, or Fire Foam
UNUSUAL FIRE AND EXPLOSION HAZARDS Keep away from heat, sparks, and open flame.

/

I"/ .
SPECIAL FIRE FIGHTING PROCEDURES Water is unsuitable, but may be used to cool
closed containers.




SectionV — HEALTH HAZARD DATA

THRESHOLD LiMIT VALUE See sectionn II
ECTS OF OVEREXPOSURE

Inhalation of vapors could cause respiratory irritation.
Liguid could irritate or damage eyes.

. ACUTE

- N

crrome  None recognized. -

EneRcENCY anD FIRST b PROcEDUREs  Lnhalation - Remove to fresh air
Eyes - Flush immediately with fresh water for 15
minutes; call a physician.

Section VI — REACTIVITY DATA

STagn Ty [__] UNSTABLE [ 2% STABLE CONDITIONS TO AVDIOD

INCOMPATABILITY (Matenals fa aversl  UWNKNOWN ‘

HAZARDOUS DECOMPOSITION PRODucTs  generated by fire, burning and welding may be carbon
monoxide.

HAZARDOUS POLYMERIZATION [] mavoccur K] wilL NOTOCCUR
CONDITIONS TO AVOID

Section VIl — SPILLOR LEAK PROCEDURES

STEES TO BE TAKEN IN CASE MATERIAL|5RELEASEbORSP1LLED Remove all J.gnition sources. Ventilate
area, Avoid breathing vapors, Use non-sparking tools.

sremisposaL metnon  Dispose in accordance with local, state, and federal
regulations.

( .' Section Viil — SPECIAL PROTECTION INFORMATION

RESFRATORY PRQTECTION n nIin a n, us Calllster gas
mask or self-contained breathing apparatus.

ventitationy  Good general.

protEcTiVE GLoves None reguired except for prolonged contact.
eve enorecrion  Safety glasses or goggles if there is a danger of splashing.

OTHER PROTECTIVE EQUIPMENT

Section X — SPECIAL PRECAUTIONS

PRECAUTIONS TG BE TAKEN IN HANDLING AND STORING DO ot gtOTe nieaT fieat, sparxks, oOr tlame.
DOL STORAGE CATEGORY

1 QOTHERPRECAUTIONS '




